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CENTRIFUGAL FANS AND IN-LINE DUCT EXTRACTOR FANS

A B C C1 øD1 ød1 ød2 ØD N S F E H H1 I

CAS-S-790-2T-20 1095 1175 680 56 185 219 255 371 350 259 200 530 630 520 140

CAS-S-980-2T-30 1120 1250 740 90 255 292 325 581 560 290 200 530 710 530 210

CAS-S-990-2T-50 1270 1410 840 100 286 332 366 581 560 300 200 600 800 600 230

CAS-S-1080-2T-40 1120 1250 815 90 255 292 325 581 560 290 200 530 710 530 210

CAS-S-1090-2T-60 1270 1410 920 100 286 332 366 581 560 300 200 600 800 600 230

J J1 J2 K k1 k2 L øO øO1 V v X x1 x2 Y

CAS-S-790-2T-20 172 140 - 80 - 112 112 9 14 440 400 425 340 30 103

CAS-S-980-2T-30 270 241 112 140 112 182 200 11.5 14 500 450 470 370 35 143

CAS-S-990-2T-50 294 265 112 160 112 200 224 11.5 16 570 510 500 385 40 165

CAS-S-1080-2T-40 270 241 112 140 112 182 200 11.5 16 570 510 500 385 40 153

CAS-S-1090-2T-60 294 265 112 160 112 200 224 11.5 19 626 565 550 425 40 175

 A  B  C  C1  øD1  øD2  ød1  x ø  ß  ØD  S  N  F  E  H  H1  I  J

CAS-S-1250-2T-15/A  865  1055  885  160  361  441  405  8x11.5  22º30'  683  360  655  200  490  630  365  360  480

 CAS-S-1456-2T-25/A  970  1185  920  179  406  486  448  12x11.5  15º  683  336  655  200  550  710  410  395  530

 CAS-S-1663-2T-50/A  1010  1280  1035  183  568  668  629  16x11.5  11º15'  804  342  775  200  450  800  380  435  580

 CAS-S-1671-2T-60/A  1130  1340  1160  206  638  738  698  16x13  11º15'  804  437  775  200  630  800  430  500  660

 CAS-S-2071-2T-100/A  1130  1340  1290  206  638  738  698  16x13  11º15'  804  437  775  200  630  800  430  500  660

 CAS-S-2080-2T-125/A  1290  1505  1420  231  718  818  775  16x13  11º15'  884  462  855  200  710  900  486  550  730

 J1  J2  K  K1  L  M  øO1  V  v  v1  X  X1  X2  X3  Y  Z  Z1

CAS-S-1250-2T-15/A  125  448  280  332  400  355  14  440  400  -  425  30  340  -  202  -  -

 CAS-S-1456-2T-25/A  125  497  315  366  450  400  14  440  400  -  425  30  340  -  219  -  -

 CAS-S-1663-2T-50/A  125  551  355  405  500  450  16  570  510  -  500  40  385  -  263  -  -

 CAS-S-1671-2T-60/A  160  629  400  464  560  500  19  626  565  800  550  40  425  530  292  1025  60

 CAS-S-2071-2T-100/A  160  629  400  464  560  500  21  760  680  800  700  50  550  545  307  1125  60

 CAS-S-2080-2T-125/A  160  698  450  513  630  560  19  930  870  870  700  50  550  588  333  1218  60

CAS-S-790...1090

Dimensions mm

CAS-S-1250...2080

Inlet nozzle Outlet nozzle
680/790 980….1090

Inlet nozzle Outlet nozzle

1250-2T-15/A
1456-2T-25/A
1663-2T-50/A

1671-2T-60/A
2071-2T-100/A
2080-2T-125/A

Outlet nozzle

Outlet nozzle

Number  
of holes 
x ø 

14 
ø11.5 
holes

Number of holes 

14 
ø14 
holes
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Characteristic curves 
Q= Flow rate in m3/h, m3/s and cfm		  Pe= Static pressure in mm H2O, Pa and inwg

CJACUS

Accessories
See accessories section.

RPA B BIC ACE S REGINT C2V AETRM VSD3/A-RFT
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CENTRIFUGAL FANS AND IN-LINE DUCT EXTRACTOR FANS

Characteristic curves 
Q= Flow rate in m3/h, m3/s and cfm		  Pe= Static pressure in mm H2O, Pa and inwg

Orientation

Standard supply LG 270
LG 180 positions on request 
and with special anchoring 
measurements. LG 45 LG 135 LG 315LG 0 LG 90 LG 180 LG 270

RD 45 RD 135 RD 315RD 0 RD 270RD 90 RD 180

Supply on request
RD 180 positions with special 
anchoring measurements.




